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Calculation for Thermal Transmittance of PVCU Windows 
In Accordance with 

BS EN ISO 10077-2:2003 
U Value Simulation by Physibel Bisco 7.1w 

 
 
 

Client 
Deceuninck Ltd 

Porte Marsh Industrial Estate 
Calne, Wiltshire SN11 9PX 

 
Date 

10th July 2008 
 

Report 
DEC28.068 

 
Window Profile 

2800 decorative Internally Glazed Casement 
Reinforcement to sash verticals and mullion only 

 
Insulated Glazing Unit 

28mm unit size 
4·20·4 configuration 

4mm Diamant · 20mm Argon (90%) · 4mm Planitherm Total 
 

Spacer Bar 
Swisspacer V 

 
Simulation Result Summary 

Window U Value Window g Value L Factor Energy Rating Label Index 
1.38 0.45 0.00 3.84 4 

 

⇩       

A B C D E F G 
≥ 0 -10 to <0 -20 to <-10 -30 to <-20 -50 to <-30 -70 to <-50 N/A to <-70 
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Window Profile 
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Glass Unit Specification 
 
 
 
 
 
 
 
 
 

 
Glass Unit Specification (cont…) 
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Glass Unit Specification cont… 
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Air Permeability Test Results 
BS 6375-1:2004 / BS EN 1026:2000 

BSI Report No. 261/4822919 Sample 7 
Report Date 28th March 2007 

 
 
Air Pressure    

(Pa) 
Average rate of 

air leakage 
(m³/h) 

Average rate of 
air leakage per 
meter length of 
opening joint 

(m³/h.m) 

Average rate of 
air leakage 

relative to area 
of sample 
(m³/h/m²) 

Simulation it 
relates to 

50 0.1 0.01 0.03 
100 0.3 0.05 0.10 
150 0.2 0.03 0.06 
200 0.1 0.01 0.03 
250 0.3 0.05 0.10 
300 0.5 0.06 0.15 
450 0.4 0.06 0.13 
500 0.5 0.06 0.15 
600 1.6 0.21 0.49 
700 8.7 1.14 2.60 

DEC28.068 

 
Opening perimeter (m) 7.64 
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Component Material Specifications 
 

Component Material Thermal 
Conductivity 

(W/mK) 

Authority Simulation 
it relates to 

Framing PVCU 0.17 EN 12524 

Reinforcing Steel 50.0 EN 12524 

Glazing bead PVCU 0.17 EN 12524 

Seal/gasket EPDM 0.25 EN 12524 

Glass Saint Gobain 1.00 EN 12524 

Swisspacer V     
spacer bar  SAN 35% GF 0.16 Manufacturers 

stated value 

Swisspacer V     
spacer bar Inox Foil 15 Manufacturers 

stated value 

Swisspacer V     
spacer bar Molecular Sieve 0.10 EN 12524 

Swisspacer V     
primary seal Polyisobutylene 0.20 EN 12524 

Swisspacer V     
secondary seal 
(sealant depth 3mm) 

Polyurethane 0.25 EN 12524 

DEC28.068 
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Calculation Spreadsheet 
 

 

Signed… 

M. Castle 




